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Typical Installation

Properly insulate 
around fan to 
minimize building 
heat loss and gain

Short piece of �exible
duct helps alignment
and absorbs sound

ORFan housing

Seal any gap
around fan 
housing

2-3 ft. straight
run before elbow

Roof cap (with
built-in damper)

Caulk
termination
to duct

Wall cap
(with
built-in
damper)

Wall cap
(with
built-in
damper)

Pre-installation

WIRING DIAGRAMS
WARNING: Wiring must comply with all applicable 
electrical codes. Turn OFF power before removing or 
installing connectors.

WARNING: COPPER TO COPPER ONLY. Do not use 
Aluminum wire.

 

Black

Black

WhiteGround

Fan

Fan Light
White

120V line ACGround

Black

Black

The FAN wires
CANNOT be
connected to a
dimmer switch 

The LED light
CAN be
connected to a
dimmer switch 

Fan switch
(purchased separately)

Light switch
(purchased separately)

The ducting from this fan to the outside of the 
building has a strong effect on the air flow, 
noise and energy use of the fan.  
Use the shortest, straightest duct routing 
possible for best performance, and avoid 
installing the fan with smaller ducts than 
recommended. Insulation around the ducts 
can reduce energy loss and inhibit mold 
growth. Fans installed with existing ducts  
may not achieve their rated air flow.

NOTE: When installing ventilation 
ducts and air vents, ensure that the 
air vents are not directly exposed 
to rain, and install appropriate 
protective measures around the 
air vents, such as rain cover or 
waterproof cover, to reduce the 
possibility of rainwater directly 
entering the ventilation ducts.
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Please contact 1-877-527-0313 for further assistance.

Pre-Installation (continued)

PLANNING YOUR INSTALLATION
When installing the ventilation fan in a new construction site, 
install the main body of the FAN and duct work during the rough-in 
construction of the building. The Grille should be installed after the 
finished ceiling is in place.

When installing in existing construction, use the provided cutout 
TEMPLATE for the ceiling. Grille edge should overlap finished ceiling.

CAUTION: Not for use in cooking area -  
see diagram below.

Cooking Area
do not install above or 

inside this area

Floor

45°45°

Cooking
Equipment

CAUTION: Do not install ventilation fan in areas 
where the duct work will require configuration as  
shown.

NOTE: If installing in existing construction, you may 
need to have access to space above and below the 
installation location.

There are multiple installation configurations possible for this 
ventilation fan. Not all configurations are shown.  
If your installation requires a variation other than those shown, 
consult with a licensed contractor to determine the best installation 
for your project. If you are replacing an existing fan, ensure that the 
new FAN will adequately cover the existing opening.

Fan
body

Minimum 18 in.
(45.72 cm)

Elbow near the body

Avoid duct shrinkTurning angle too sharp

Too many elbows

	□ Before beginning assembly of the product, make sure all parts 
are present. Compare parts with the package contents list and 
hardware contents. If any part is missing or damaged, do not 
attempt to assemble the product. 

WARNING: Turn off electricity at breaker box before 
beginning installation.

NOTE: Installation may vary depending on how the 
previous bath fan was installed. Supplies necessary 
for the installation of your bath fan are not all included. 
However, most are available at your local home 
improvement or hardware store.

	□ Carefully remove the unit from the carton. 

	□ Check area above installation location to be sure that wiring 
can run to the planned location and that the duct work can run 
and the area is sufficient for proper ventilation.

	□ Inspect duct work and wiring before proceeding with 
installation.

	□ Before installation, provide inspection and future maintenance 
access at a location that will not interfere with installation 
work.
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Pre-Installation (continued)

TOOLS REQUIRED (NOT INCLUDED)

Claw 
hammer

Phillips 
screwdriver

Drill 
bits

Utility 
knife

Pliers
Tape 
measure

Safety 
goggles

Flat 
screwdriver

Power 
drill

Duct 
tape

Gloves Pencil

HARDWARE INCLUDED

NOTE: Hardware not shown to actual size.

CCAA BB

Part Description Quantity

AA Joist screw (ST4 X 30) 5

BB Short screw (M4 X 10) 1

CC Flex bracket screw (M3 X 6) 5
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Please contact 1-877-527-0313 for further assistance.

Pre-installation (continued) 

PACKAGE CONTENTS

Grille enclosed – Do not throw away
Installation instructions are included within the grille’s packaging
Rejilla incluida – No tirar a la basura
Las instrucciones de instalación se incluyen en el embalaje de la rejilla.

Caution/Precaución:

Fan Housing Covering Template
Plantilla para la cubierta de la carcasa

del ventilador

3.Secure the template with tape
   Fije la plantilla con cinta adhesiva

To protect the fan housing from painting, please apply this fan 
housing covering template to the housing as shown above.
Para proteger la carcasa del ventilador de la pintura, utilice 
esta plantilla para la cubierta de la carcasa del ventilador como 
se muestra arriba.

Installation / Instalación

1.Fold the tabs of template
   Doble las pestañas de la 
   plantilla

2.Insert the tabs to the slot of fan housing
   Inserte las pestañas en las ranuras de la carcasa del ventilador

① 

② 

③ Use template edge to guide saw or pencil.
     Use el borde de la plantilla para guiar la sierra o el lápiz.

Drywall Cutout Template
Easy installation

Plantilla de recorte de paneles de yeso
Fácil instalación

TEMPLATE
PLANTILLA

GF

Insert jab saw to cut or pencil to mark.
      Pegue la plantilla al techo.

Tape the template to the ceiling.

C

(BF1107) (BF1109) (BF1110)

B1

A

B2

D Damper

B3

E2

E1

Part Description Quantity

A Fan housing 1

B1/B2/B3 Grille with light 1

C Quick connector 5

D Wire cover 1

E1 Bracket side 2

E2 Slide rail 2

F Cut-hole template 1

G Drywall cover board 1


