KOHLER.
PureWash® M250 | K-76923

Quiet-Close™ round-front manual bidet toilet seat

Features

» Single wand provides ambient-water cleansing

» Adjust water spray position and pressure using the convenient
side handle

« Self-cleaning wand automatically rinses after each use

Integrated lift tab on seat edge offers a more hygienic solution for
raising and lowering
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+ Quiet-Close™ functionality to prevent seat from slamming

Quick-Release™ functionality allows seat to be removed easily
from toilet for convenient cleaning

» Quick-Attach® hardware for fast and secure installation 7
Grip-Tight bumpers hold seat firmly in place
Ergonomically contoured seat for user comfort

Fits most round-front toilets

Available Colors/Finishes

Color tiles intended for reference only.

0 White
96  Biscuit
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KOHLER PureWash® M250 | K-76923

Quiet-Close™ round-front manual bidet toilet seat

Codes/Standards

None Applicable

Technical Information

All product dimensions are nominal.

Seat Shape Type: Round-front
Seat Front Type: Closed-front
Seat-Mounting Holes: 5-1/2" (140 mm)
Material

Plastic construction

Warranty

See website for detailed warranty information.

KOHLER® One-Year Limited Warranty
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Quiet-Close™ round-front manual bidet toilet seat
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Installation

» Requires connection to toilet water supply line. All hoses and
connections are included

Installation Notes

Install this product according to the installation instructions.
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